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SUPPORTI PER 
BASSE TEMPERATURE

CRYOGENIC 
SUPPORTS
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GENERALITA’

I supporti criogenici Ca.S.T.Im. 2000 sono particolari
supporti adatti a sostenere tubazioni di impianti che
lavorano a basse temperature, che quindi
necessitano di isolamento particolare, che
prevedono uno  o più strati di poliuretano ad alta
densità tra la tubazione e il supporto vero e proprio.

I supporti possono presentarsi in differenti tipologie,
ad esempio a sella o a collare, lo strato isolante può
essere composto di diversi strati che possono
essere solidali o svincolati tra loro, a seconda delle
richieste di fornitura presentate nelle specifiche del
cliente, tra lo strato di poliuretano e il supporto vero
e proprio è anche previsto l'utilizzo di una barriera al
vapore (un bendaggio degli strati di poliuretano con
materiali atti alle temperature cui dovranno operare)
e di un ulteriore rivestimento di alluminio.

Materiali:
Carpenteria: ASTM A36 o EN 10025 S235JR

(galvanizzati secondo ASTM A123) o
equivalenti su specifica del cliente

Poliuretano: Alta densità - 160 - 240 - 320 kg/mt
Collanti: Speciali collanti per basse

temperature o su specifica del
cliente

INTRODUCTION

Ca.S.T.Im. 2000 cryogenic supports are a
special kind of pipe support capable of holding up
pipes working at cold temperatures, therefore they
need a particular kind of insulation made of one or
more polyurethane high density layers between the
pipe and the supports. The supports may be
of different types, pipe clamp or saddle
Insulation thickness may be made up of several
layers and each one of them may be bonded with
other layers, following customers request; between
polyurethane and support there may also be a
steam barrier made of special mastic capable of
working at cold temperatures and a protection shield
made of aluminum.

Materials: 
Carpentry: ASTM A36 or EN 10025 S235JR 

(hot dip galvanized according to
ASTM A123) or equivalent or under
customers’ specification

Polyurethane: High density 160 - 240 - 320 kg/mt
Adhesives: Special cryogenic adhesive or under

customers’ specification

MULTI INSULATION
LAYERS SUPPORT

PROTECTION SHIELD

VAPOUR BARRIER

1°  LAYER (BONDED)

2° LAYER (BONDED)

3° LAYER (BONDED)

4° LAYER (NOT BONDED)

CRADLE

PROTECTION SHIELD

VAPOUR BARRIER

1°  LAYER (BONDED)

2° LAYER (NOT BONDED)

CRADLE

DOUBLE INSULATION 
LAYERS 

PROTECTION SHIELD

VAPOUR BARRIER

1°  LAYER (BONDED)

CRADLE

SINGLE INSULATION
LAYER SUPPORT

12 3 4 5 6 42

PIPE SUPPORT WITH LINE STOP

1 - INNER PLATE WELDED ON PIPE 
2 - OUTHER PLATE WELDED ON CLAMP
3 - CLAMP
4 - POLYURETHANE INSULATION 
5 - PROTECTION SHIELD ALUMINIUM
6 - VAPOUR BARRIER

1

2 OUTHER PLATE EACH SIDE 
AND 2 INNER PLATE WELDED 
IN MIDDLE OF THE PIPE

Spring hanger length L

(2° Layer) L+150

(Vapour barrier+1° Layer) L+100

(Protection shield) L+50

Spring hanger length L

(4° Layer)  L+250

(2° Layer) L+150

(3° Layer) L+200

(Vapour barrier+1° Layer) L+100

(Protection shield) L+50

SINGLE INSULATION LAYER SUPPORT

DOUBLE INSULATION 
LAYERS SUPPORT

MULTI INSULATION LAYERS SUPPORT

SUPPORT
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